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FERRO-GUARD PROFESSIONAL ANTI-RUST COATING 

 3 BENEFITS WITH 

FERRO-BET 

FERRO-GUARD 

 

 Water-Based  

 Quicker and easier 

application 

 No sandbalsting 

 

   

Product A new generation of long-acting, water-based and environmentally 

friendly 1-component anti-rust paint developed for harsh industrial 

and marine environments (C4 and C5). Primer and top coat in one. 

Professional coating based on a blend of a new generation of acrylic 

resins and anti-rust ingredients. Provides long-term protection with 

less work and thinner film than classic anti-rust solutions. Protects 

against rust, UV, weathering and erosion 

 

Typical areas of use  

 

Used as primer and tire / top coat on all types of metal and most 

plastic surfaces, eg: steel, stainless steel, galvanized steel (new and 

old), cast iron, aluminum and previously painted surfaces etc. 

Typical applications are: 

Steel structures; bridges, pipes / pipes, towers, pipe stands, 

towers,steel beams etc.  

Tanks; silos, oil tanks, water tanks etc.  

Metal objects; fences, gate posts, balustrades and railings, shelves, 

doors.  

Transportation Equipment; containers, trailers, machines, cranes etc. 

Utilities; agricultural implements, garden tools etc. 

Car; Can be used on cars and tractors, but not ideal for bodywork and 

high temperature parts. Good on trailers and tractor equipment. 

  

Product benefits Water-based and environmentally friendly. Less need for preperation 

and faster and easier application. 1 component with primer and tire 

coating in one. Very good adhesion on all metals and plastics. 

Provides long-term protection with less work and thinner film than 

classic anti-rust solutions. Does not require sandblasting, only St2 pre-

treatment (power tool or brush - ISO 8501 / SIS 055900 standard). A 
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film of 200 µm (0.2mm) will prevent steel from rusting even in harsh 

industrial and marine environments (C5i / C5m *, strictest corrosion 

classes, ISO 12944 *). Protects against rust, UV, weathering and 

erosion for 15 years + (C4 environment, up to 15 years in C5 *) 

  

Pretreatment St2 pretreatment. The surface should be clean and dry. Remove 

grease, oil, rust, loose paint and the like. Brush away any loose rust. 

Normally, high pressure washing (300 bar) will suffice. St2 

pretreatment (mechanical or electrical tools, high pressure) to level C 

is good, level D is normally also sufficient. 

Alternative pre-treatment: for surface rust, use Ferro-Bet Rust-away, 

and Ferro-Bet Rust Remover for heavy rust, pore / grave rust and 

flake rust. 

 

Level C visible rust   Level D considerabel amount rust  

   
When painting on plastic such as hard PVC, ABS, Polycarbonate etc. it 

is recommended to sand down the surface with sandpaper. 

  

Application equipment Short-haired paint brush, roller or airless spray-gun 
  

Application  Stir before and during application. Can be used as primer only (1 

coat), or primer and top coat (2 coats). Previously painted surfaces 

that need aesthetic renewal need only one coat. Weathered 

galvanized steel also only need one coat 
  

Outdoor application Temperature >5°C, humidity max. 80% 

  

Recommended 

consumption 

Approximately 5m²/L per coat 

  

Film thikness At recommended consumption, approx. 85 µm per coat (DFT - dry 

film thickness). Use min. 2 coats. To achieve long-term durability, the 

following film thicknesses are recommended 

 

C3: 150µm, C4: 175µm, C5I or C5M: 200µm 

  

Thinning Do not thin 

  

Cleaning Water 

  

Technical data:  

Gloss +/- 60 (Gardner 60 °, semi-gloss / moderate sheen) 

Colors White (Pure white RAL: 9010), Black (Jet black RAL: 9005), 

Clear/Transparent. 

Solids (other colors can be specially ordered) 

VOC content About 51% (weight) - 43% (volume) 

Density 45 g / L 
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Flash point Not flammable 

Viscosity 30 - 50 P (Brookfield 20RPM) 

Drying time 1-2 hours, repaintable: 4 h Dry: 2 hours 

Package 0.9L, 9L (other sizes on request) 

  

* Ferro-Guard - developed for the toughest corrosion classes C4 and C5 - ISO 12944 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Varenr Produkt Emb. str  Varenr Produkt Emb. str 

262020 Ferro-Bet Ferro-GuardClear 

 

0,9 l 

 

262010 Ferro-Bet Ferro-Guard Clear 

9 l 

262022 

 

Ferro-Bet Ferro-Guard Jet 

Black 

 

0,9 l 

 

262012 

Ferro-Bet Ferro-Guard Jet 

Black 

 

9 l 

262023 

 

 

Ferro-Bet Ferro-Guard Pure 

White 

 

 

0,9 l 

 

262013 

 

Ferro-Bet Ferro-Guard Pure 

White 

 

 

9 l 

 

  

 

If you have any questions contact us by e-mail: firmapost@krefting.no or call +47 67 52 60 85 

mailto:firmapost@krefting.no

